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General

Foreword

This manual introduces the functions, configuration, general operation, and system maintenance of

network camera. Read carefully before using the platform, and keep the manual safe for future

reference.

Safety Instructions

The following signal words might appear in the manual.

Signal Words

Meaning

A WARNING

Indicates a medium or low potential hazard which, if not
avoided, could result in slight or moderate injury.

A CAUTION

or unpredictable results.

Indicates a potential risk which, if not avoided, could result
in property damage, data loss, reductions in performance,

©= Tips

Provides methods to help you solve a problem or save time.

ﬂl;ﬂ NOTE

text.

Provides additional information as a supplement to the

Revision History

Version Revision Content Release Date
V1.0.2 Add "Maintenance Center". September 2023
V1.0.1 Update the color theme of the webpage. August 2023
V1.0.0 First release. April 2023

Privacy Protection Notice

As the device user or data controller, you might collect the personal data of others such as their face,

fingerprints, and license plate number. You need to be in compliance with your local privacy

protection laws and regulations to protect the legitimate rights and interests of other people by

implementing measures which include but are not limited: Providing clear and visible identification

to inform people of the existence of the surveillance area and provide required contact information.

About the Manual

~

product.

compliance with the manual.

0 The manual is for reference only. Slight differences might be found between the manual and the

0 We are not liable for losses incurred due to operating the product in ways that are not in

0 The manual will be updated according to the latest laws and regulations of related jurisdictions.

For detailed information, see the paper user’s manual, use our CD-ROM, scan the QR code or visit
our official website. The manual is for reference only. Slight differences might be found between
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the electronic version and the paper version.

All designs and software are subject to change without prior written notice. Product updates
might result in some differences appearing between the actual product and the manual. Please
contact customer service for the latest program and supplementary documentation.

There might be errors in the print or deviations in the description of the functions, operations
and technical data. If there is any doubt or dispute, we reserve the right of final explanation.
Upgrade the reader software or try other mainstream reader software if the manual (in PDF
format) cannot be opened.

All trademarks, registered trademarks and company names in the manual are properties of their
respective owners,

Please visit our website, contact the supplier or customer service if any problems occur while
using the device.

If there is any uncertainty or controversy, we reserve the right of final explanation.
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Important Safeguards and Warnings

This section introduces content covering the proper handling of the device, hazard prevention, and
prevention of property damage. Read carefully before using the device, and comply with the
guidelines when using it.

Transportation Requirements

A\

O« O«

(@13

Transport the device under allowed humidity and temperature conditions.

Pack the device with packaging provided by its manufacturer or packaging of the same quality
before transporting it.

Do not place heavy stress on the device, violently vibrate or immerse it in liquid during
transportation.

Storage Requirements

>

O« O«

0

Store the device under allowed humidity and temperature conditions.

Do not place the device in a humid, dusty, extremely hot or cold site that has strong
electromagnetic radiation or unstable illumination.

Do not place heavy stress on the device, violently vibrate orimmerse it in liquid during storage.

Installation Requirements

A WARNING

0

(@]

(@]

Strictly comply with the local electrical safety code and standards, and check whether the power
supply is correct before operating the device.
Please follow the electrical requirements to power the device.
When selecting the power adapter, the power supply must conform to the requirements of
ES1in IEC 62368-1 standard and be no higher than PS2. Please note that the power supply
requirements are subject to the device label.
We recommend using the power adapter provided with the device.
Do not connect the device to two or more kinds of power supplies, unless otherwise specified, to
avoid damage to the device.
The device must be installed in a location that only professionals can access, to avoid the risk of
non-professionals becoming injured from accessing the area while the device is working.
Professionals must have full knowledge of the safeguards and warnings of using the device.

A\

O«

(@]

O«

Do not place heavy stress on the device, violently vibrate or immerse it in liquid during
installation.

An emergency disconnect device must be installed during installation and wiring at a readily
accessible location for emergency power cut-off.

We recommend you use the device with a lightning protection device for stronger protection
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against lightning. For outdoor scenarios, strictly comply with the lightning protection
regulations.

0 Ground the function earthing portion &) of the device to improve its reliability (certain models
are not equipped with earthing holes). The device is a class | electrical appliance. Make sure that
the power supply of the device is connected to a power socket with protective earthing.

(@]

The dome cover is an optical component. Do not directly touch or wipe the surface of the cover
during installation.

Operation Requirements

A WARNING

0 The cover must not be opened while the device is powered on.
0 Do not touch the heat dissipation component of the device to avoid the risk of getting burnt.

O«

Use the device under allowed humidity and temperature conditions.

(@13

Do not aim the device at strong light sources (such as lamplight, and sunlight) when focusing it,
to avoid reducing the lifespan of the CMOS sensor, and causing overbrightness and flickering.

O«

When using a laser beam device, avoid exposing the device surface to laser beam radiation.

O«

Prevent liquid from flowing into the device to avoid damage to its internal components.

(@]

Protect indoor devices from rain and dampness to avoid electric shocks and fires breaking out.

(@13

Do not block the ventilation opening near the device to avoid heat accumulation.

(@]

Protect the line cord and wires from being walked on or squeezed particularly at plugs, power
sockets, and the point where they exit from the device.

(@13

Do not directly touch the photosensitive CMOS. Use an air blower to clean the dust or dirt on the
lens.

0 The dome cover is an optical component. Do not directly touch or wipe the surface of the cover
when using it.

O«

There might be a risk of electrostatic discharge on the dome cover. Power off the device when
installing the cover after the camera finishes adjustment. Do not directly touch the cover and
make sure the cover is not exposed to other equipment or human bodies

0 Strengthen the protection of the network, device data and personal information. All necessary
safety measures to ensure the network security of the device must be taken, such as using strong
passwords, regularly changing your password, updating firmware to the latest version, and
isolating computer networks. For the IPC firmware of some previous versions, the ONVIF
password will not be automatically synchronized after the main password of the system has been
changed. You need to update the firmware or change the password manually.

Maintenance Requirements

A\

0 Strictly follow the instructions to disassemble the device. Non-professionals dismantling the
device can result in it leaking water or producing poor quality images. For a device that is
required to be disassembled before use, make sure the seal ring is flat and in the seal groove
when putting the cover back on. When you find condensed water forming on the lens or the
desiccant becomes green after you disassembled the device, contact after-sales service to
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(@13

replace the desiccant. Desiccants might not be provided depending on the actual model.

Use the accessories suggested by the manufacturer. Installation and maintenance must be
performed by qualified professionals.

Do not directly touch the photosensitive CMOS. Use an air blower to clean the dust or dirt on the
lens. When it is necessary to clean the device, slightly wet a soft cloth with alcohol, and gently
wipe away the dirt.

Clean the device body with a soft dry cloth. If there are any stubborn stains, clean them away
with a soft cloth dipped in a neutral detergent, and then wipe the surface dry. Do not use volatile
solvents such as ethyl alcohol, benzene, diluent, or abrasive detergents on the device to avoid
damaging the coating and degrading the performance of the device.

The dome cover is an optical component. When it is contaminated with dust, grease, or
fingerprints, use degreasing cotton moistened with a little ether or a clean soft cloth dipped in
water to gently wipe it clean. An air gun is useful for blowing dust away.

It is normal for a camera made of stainless steel to develop rust on its surface after being used in
a strong corrosive environment (such as the seaside, and chemical plants). Use an abrasive soft
cloth moistened with a little acid solution (vinegar is recommended) to gently wipe it away.
Afterwards, wipe it dry.
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1 Overview

1.1 Introduction

The camera adopts intelligent deep learning algorithm. It supports vehicle detection, recognition of

license plate, logo, model, and color, and encoding mode such as H.265.

The camera consists of a protective housing, illuminator, and intelligent HD camera. The intelligent

HD camera adopts progressive scanning CMOS, which features high definition, low illuminance, high

frame rate, and excellent color rendition.

1.2 Features

The features are available on select models, and might differ from the actual camera.

Permission Management

O«

O« O¢ O«

Storage

0

O«

O« O«

Alarm

O« O«

Each user group has its own permissions. Permissions of a user cannot exceed the permissions of
the group it belongs to.

2 user levels.

Permission of opening barrier, and blocklist alarm function.

Device configuration, and permission management through Ethernet.

Stores video data to the central server according to the configuration (such as alarm, and timing
settings).

Users can record videos on the webpage. The recorded video files will be stored on the computer
where the client is located.

Supports hot swapping of storage card, and storage when network is disconnected. It
automatically overwrites pictures and videos when the memory is insufficient.

Stores 1024 log records, and user permission control.

Supports FTP storage, and ANR (automatic network replenishment).

Supports triggering alarms when exceptions occur, such as memory card damage.

Some devices can connect to various alarm peripherals to respond to external alarm input in real
time (within 200 ms). It can deal with various alarms according to the linkage predefined by users,
and generate voice prompts (users are allowed to record voice in advance).

Network Monitoring

O« O¢ O«

Keeps the video transmission delay within 500 ms when the bandwidth is sufficient.
Supports up to 10 users online at the same time.
Supports system access, and device management through the webpage of the device.
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0

Video data transmission adopts HTTP, TCP, UDP, MULTICAST, and RTP/RTCP.

Capture and Recognition

O« O¢ O«

O«

Recognizes plate number, color, logo, model, and other features of vehicles.

Supports setting OSD information, and configuring location of channel, and picture.

Supports capturing and encoding images. Supports watermark encryption on images to prevent
them from being tampered.

The captured pictures contain the time, location, license plate, color, and more on the vehicle.

Peripheral Control

0
0

Peripheral control: Supports setting various peripheral control protocols, and connection pages.
Connects to external devices such as vehicle detector, signal detector, and more.

Auto Adjustment

O« O¢ O«

(@13

Auto iris: Automatically adjusts the iris opening to the changing light throughout the day.
Auto white balance: Accurately displays the object color when light condition changes.

Auto exposure: Automatically adjusts shutter speed according to the exposure value of the
image, and the default values of the shutter and iris.

Auto gain: Automatically increases camera sensitivity when illuminance is very low, enhancing
image signal output so that the camera can acquire clear and bright images.
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2 Configuration Flow

Figure 2-1 Configuration flow
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Table 2-1 Description of flow

Configuration Description Reference
Open an internet browser and enter
. the IP address to log in to the " . .
Login webpage. The default IP address is 4.1 Device Login
192.168.1.108.
Initialization Initialize the camera when you use "3 Device
it for the first time. Initialization"
Configure image parameters,
Camera encoder parameters, and audio " "
. 9.3 Camera
parameters parameters to ensure the image
quality.
Date & time Set dat.e an.d t'”f‘e toensure the "9.7.1.2 Date"
recording time is correct.
Basic parameters Change IP address according to
IP address network planning for the first use or | "9.4.1 TCP/IP"
during network adjustment.
Subscribe alarm event. When the
Subscribe subscribed alarm is triggered, the "9.5.4 Subscribing
alarm system will record the alarm on the | Alarm"
alarm tab.
ANPR Configure parameters for various
ANPR ANPR functions, such as taking "9.2 ANPR"
parameters .
snapshots of vehicles.
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3 Device Initialization

Device initialization is required for the first-time use. This manual is based on the operation on the
webpage. You can also initialize device through ConfigTool, NVR, or platform devices.

Table 3-1 Recommended requirements

Item Recommended Requirements

Operating system Windows 10 or later.

CPU CPU Intel core i5 6500 or faster.

Graphics card Intel HD Graphics or later.

Internal memory 16 GB or larger.

Monitor The aspect ratio is 16:9 or 16:10, and the resolution is more than 720P.
Browser Latest versions of Chrome and EDGE.

[

0 The latest versions of Google Chrome and Microsoft browsers are supported. Most functions are
available without a plug-in. A few functions require downloading a plug-in, but they still work
with Google Chrome.

0 Internet Explorer (IE) is not recommended. Before using it, clean up the web3.0 plug-in at
C:\Program Files\webrec\ITCPlugin, and then you can use IE.

0 To ensure the safety of the device, keep the password properly after initialization and change the

password regularly.

0 When initializing device, keep the IP addresses of the computer and device on the same network.

Procedure
Step1  Open the browser, enter the IP address of the camera (192.168.1.108 by default) in the
address bar, and then press the Enter key.
Step2  Select the area, language, and video standard, and then click Next.
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Figure 3-1 Region setting

©) Region Setting

Area
Language

Video Standard

Step3  Select the | have read and agree to the terms of the Software License Agreement and

Privacy Policy checkbox, and then click Next.

Figure 3-2 Disclaimer

@hua | Device Initializati

Region Setting [® pisclaimer

ARE LICENSE AGREEMENT

ast modified: Jun 15, 2020

TANT NOTICE, PLEASE REA

1.1 This Agreemet

thin the return peri

s return policy

n is securely used an

[ | have read and agree to the terms of the Software License Agreem

Step4  Configure the time parameters, and then click Next.
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Figure 3-3 Time zone setting

() Region Setting () Disclaimer (© Time Zone Setting Password Settings Online Update
Date Format YYYY-MM-DD
Time Zone (UTC+00:00) Casablanca
System Time 2023-08-07 16:49:37 Sync PC
Will be modified as 2023-08-07 08:49:37
Next

Step5 Set the password for admin account.

Figure 3-4 Password setting

@ Region Setting @ Disclaimer @ Time Zone Setting —— @ Password Settings Online Update
Username admin
Password eccssecssssscccccoce
Confirm Password ssssssssssssssnssece
() Email Address

For password reset. Recommended or improved in time

Table 3-2 Description of password configuration

Parameter Description
Username The default username is admin.
Password The password must consist of 8 to 32 non-blank characters and

contain at least two types of characters among upper case, lower
case, number, and special character (excluding'"; : &). Set a high

Confirm password
security level password according to the password security notice.
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Parameter Description

Enter an email address for password resetting, and it is selected by
default.

Reserved email When you need to reset the password of the admin account, a
security code for password resetting will be sent to the reserved
email address.

Step6  Click Next, and then the Online Update page is displayed. Then, it automatically redirects
to the login page. Re-enter the password for the home page.
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4 Login

4.1 Device Login

This section introduces how to log in to the webpage. This section uses Chrome as an example.

[

~

0 You need to initialize the camera before logging in to the webpage. For details, see "3 Device
Initialization".

0 When initializing the device, keep the IP addresses of the computer and device on the same

network.

~

0 Follow the instructions to download and install the plug-in for first-time login.

Procedure

Step1  Open the browser, enter the IP address of the camera (192.168.1.108 by default) in the
address bar, and then press the Enter key.

Step 2  Enter the username and password.
The username is admin by default.

Click Forget password?, and you can reset the password through the email address that is
set during the initialization. For details, see "4.2 Resetting Password".
Step3  Click Login.

4.2 Resetting Password

When you need to reset the password for the admin account, there will be a security code sent to
the linked email address which can be used to reset the password.

Prerequisites

You have enabled password resetting service. For details, see "9.7.2.1.2 Resetting Password".

Procedure
Step1  Open the browser, enter the IP address of the camera (192.168.1.108 by default) in the
address bar, and then press the Enter key.
Step2 Click Forget password?, and you can reset the password through the email address that is
set during the initialization.
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5 Home Page

Click . at the upper-left corner of the page to display the home page.

Figure 5-1 Home page

ANPR CAMERA

-

Configuration Wizard Live ANPR

- -

Camera Search System

O« O« O¢ O«

O« O«

O« O« O« O¢ O«

O«

O«

O«

Configuration wizard: Provides guidance to configure basic settings before using the camera.
Live: View the real-time monitoring image.

ANPR: Configure Al functions related to vehicle detection and control.

Camera: Configure camera parameters, including image parameters, encoder parameters, and
audio parameters.

Search: Search for recordings, images, and alarm output records.

System: Configure system parameters, including general parameters, date and time, account,
safety, restoring to default settings, importing and exporting configurations, automatic
maintenance and upgrade.

Security: Check the security status of the device and configure security parameters.
Maintenance center: Check the running status of devices and perform maintenance.

: Subscribe various types of alarms.

[&]: Set the skin of the webpage.

E; Set the language of the webpage.

Restart: Click =8
restarts.

Logout: Click m at the upper-right corner of the page, select Logout to go to the
login page.

at the upper-right corner of the page, select Reboot, and the camera

The system will sleep automatically after idling for a period of time.
Setting: Click H at the upper-right corner of the page to set basic parameters.
Full screen: Click m at the upper-right corner of the page to enter full screen mode; click it

again to exit full screen mode.
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6 Configuration Wizard

You can configure the scene for capture, and use various functions to help you with different
installation scenarios.

@-ﬂ_-“.

You can click Log out on the upper-right corner to go back to the home page.

Procedure
Step1  Click Configuration Wizard.

Figure 6-1 Configuration wizard

Date & Time

Date Format YYYY-MM-DD

Time Format 24-Hour

Time Zone (UTC+08:00) Beijing, Chongging, Ho...

System Time 2023-07-28 16:06:38 Sync PC

Plate Algorithm Switch

Plate Algorithm Europe ALG

Step2  Select the basic date and time format and system time of the camera, and then click Next.
0 You can manually enter the time, or click Sync PC to synchronize time from the server.
0 Select Plate Algorithm according to the region of your device. For the regions that are
supported by each option, refer to the datasheet of your device.
Step3  Check whether the video image is properly zoomed, and focused by the plate pixel.

Figure 6-2 Adjust the video for recognition

Draw Line Snapshot Feedback

Auto Focus Reset Refresh

Focus - —— 1 5 20

Snapshot Triggering Line Reset

Shield Area Box Add Delete Save

1) Drag the zoom and focus bars to adjust the video image until the image is clear.

2) Follow the tips on the figure on the right side, and then draw an area for capturing
vehicles that enter.

3) Click Add next to Shield Area to draw areas that the camera does not recognize.
Click Delete to delete the area.

10
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4) Snapshot Triggering Line: Drag this line to specify the location of taking the
snapshots.
5) The Real-time Display window in the middle displays the plate recognition result
cutout at the upper-left corner and vehicle image in real time.
6) Click Next.
Step4  Click Go to Home Page.

11
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7 Live

This chapter introduces the layout of the page and function configuration.

7.1 Live Page

Log in to the device webpage, and then click Live.

L]
The pages might vary with different models.

Figure 7-1 Live

1— Al Mode | Picture previen @D B @ B Type  dav a) 5

& Foas Snapshot Pefpheral Ught Devce Test BNo.  SupstTime  EentType  PateNo.  Region

1\ 202309.2510:4818 ManusiSnap._  Uniicensed  Unknown

Table 7-1 Function description

No. Function Description

The display modes include general mode and Al

! Display mode mode. For details, see "7.5 Display Mode".
2 Live view and snapshots Displays real-time video and license plate snapshots.
3 Video adjustment Adjustment operations in live viewing.

Itis a fast configuration page where you can properly
configure the video image. These functions are

4 Frequently used functions frequently used when viewing live videos, such as
adjusting the focus and zoom, and changing the
configurations of license plate snapshots.

5 Live view function bar Functions and operations in live viewing.

6 Snapshot details Displays the details of the vehicle that is captured.

12
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7.2 Video Adjustment

Table 7-2 Description of adjustment bar

lcon

Function

Description

Smoothness
Adjustment

Change the fluency of the video. Select one based on
your network bandwidth.

0 Realtime: Guarantees the real time of the video.

When the network bandwidth is not enough, the
video might not be smooth.

General: It is between Realtime and Fluent.

(@]

Fluent: Guarantees the fluency of the video but the
video might not be real-time.

O«

Original Size

Displays the video in its original size.

WH

Adjust the display scale, that is, the ratio between the
width and the height of the live video display.
0 Original: Restore to the original display size.

0 Adaptive: Maximize the video to the full-screen
display.

Al Rule

Click the icon, and then select Enable to display Al rules
and detection box; select Disable to stop the display. It is
enabled by default.

Main Stream/Sub
Stream

Select a video stream based on your network bandwidth.

0 Main stream: Displays video with high resolution, but
requires large bandwidth. This option can be used for
storage and monitoring.

O«

Sub stream: Displays the video in lower resolution
but smoothly. It requires less bandwidth. This option
is normally used to replace main stream when the
network bandwidth is not enough.

13
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lcon

Function

Description

Rule Config

— e |

0 Drag the snapshot triggering line to specify the
capture area. Only number plates in the area will be
captured.

0 If vehicles frequently appear near the capture area,
use the shielding areas so that the camera will not
detect vehicles in them. Drag the 4 corners of shield
area boxes to delimit the scope. Up to 3 shielding
areas can be added.

Full Screen

Displays the video in full-screen mode. Double-click or
press Esc to exit full-screen mode.

7.3 Frequently Used Functions

7.3.1 Zoom and Focus

Click Installation and Adjustment to adjust the focal length to zoom in or out on the video; by

adjusting the focus manually or automatically or on an area, you can change the video clarity.

The focus will be adjusted automatically after you zoom in or out.

Figure 7-2 Zoom and focus

Zoom & Focus Snapshot Peripheral Light Device Test

Auto Focus Reset Refresh
Zoom —- e— + 1 5 | 20 l

Focus - e + 1 5 | 20 l

Table 7-3 Parameter description

Parameter Description
Adjusts video clarity automatically.
L]

Auto Focus

Do not make any other operation during auto focus process.
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Parameter Description
Reset all focus and zoom parameters to the default settings.
Reset You can reset the focus and zoom if the video is not clear or has been
zoomed in or out too frequently.
Refresh Update the page content.
Zoom in or out on the video.
1. Select the speed. The larger the value is, the more the camera will zoom in
Zoom or out on every click.
2. Click or hold + or -, or drag the slider to zoom in or out.
Adjusts the optical back focal length to make the image clearer.
1. Select the speed. The larger the value is, the more the camera will adjust
Focus the focus on every click.
2. Click or hold + or -, or drag the slider to adjust the focus.
7.3.2 Snapshot
Click Snapshot on the lower-left corner to configure parameters related to snapshots, and then click
Apply.
Figure 7-3 Snapshot
Plate Algorithm & Europe ALG Capture Mode Video
Capture Direction Approaching Scene Vehicle Body Trajectory
Vehicle Detection S... - esmm— + 40 @) Capture Unlicensed Vehicles
@D Displays rules and tracking info
Snapshot Triggering.. Shield Area Box Vehicle Body Box License Plate Box Vehicle Body Traject..
Plate Trajectory
Table 7-4 Parameter description
Parameter Description

Plate Algorithm

Select an algorithm according to your location. It can be divided into
two categories: A collection of algorithms that includes multiple
regions, such as the Middle East collection, and a country-specific
algorithm that specifically recognizes certain countries, like
Indonesia.

Capture Mode

Select a mode to apply related parameters. For details on the
parameters, see "9.2.1 Setting Snapshot".

Capture Direction

0 Positive: Only captures vehicles that approach.
Reverse: Only captures vehicles that depart.

O« O«

Both Ways: Captures vehicles that approach or depart.
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Parameter Description

This parameter is only available when the Capture Mode is set to
Video or Mixed Mode.

O«

s Vehicle Body Trajectory: Applicable to scenes with large-sized
cene
vehicles.

o«

Plate Trajectory: Applicable to scenes with small-sized vehicles.

O«

Self-adaptive: The camera will automatically adapt to the scene.

Vehicle Detection The higher the value, the easier vehicles will be detected.

Sensitivity
Capture Unlicensed After it is enabled, the camera will take snapshots of vehicles with no
Vehicles license plates.

Click to enable the function, and then select one or more types
of information you want to display. When enabled, the selected
information will be displayed on snapshots.

Displays rules and
tracking info

7.3.3 Peripheral

Click Peripheral to set the working mode of the LED screen and how the barrier will open, and then
click Apply.

Figure 7-4 Peripheral

LED Screen
Working Mode Standalone Mode
Barrier Opening Method

| All Vehicles Licensed Vehicles Allowlist Command (Platform)
Apply Refresh Default

Table 7-5 Parameter description

Parameter Description

Set the working mode for the screen.

0 Standalone Mode: Display as configured, and not controlled by
any platforms.

LED Screen 0 Partially Managed Mode (Platform): Select this to allow the

platform to control parts of the screen information.

0 Managed Mode (Platform): Grant the platform complete
control over the information on the screen.

16



ua

TECHNOLOGY

Web 5.0 Operation Manual

Parameter

Description

Barrier Opening Method

Triggers alarm through different modes, and remotely controls the
barrier opening and close.

~

0 All Vehicles: When the camera captures any vehicle, it outputs
an open barrier signal.

0 Licensed Vehicles: When the camera captures any plate, it
outputs an open barrier signal.

0 Allowlist: When the camera captures vehicles that are on the
allowlist or conform to fuzzy matching, it outputs an open
barrier signal.

0 Command (Platform): The camera outputs an open barrier

signal when it receives a command from the platform.

G
You can set barrier opening control to Allowlist and Command

(Platform) at the same time.

7.3.4 Light

Click Light to configure the working mode and brightness for the IR light and continuous light.

Figure 7-5 Light

m Refresh

IR Light Continuous Light
Working Mode Day/Night Working Mode Adaptive Brightness
Brightness - C— + 50 Brightness - - + 50

Default

Table 7-6 Parameter description

Parameter

Description

IR Light/White Light

Continuous Light

0 Working Mode: Select a working mode for the light. If you select
By Time, you need to configure the time schedule. For details, see
"9.5.1.1 Enabling Alarm-in and Alarm-out Ports".

0 Brightness: The higher the value, the brighter the light.

7.3.5 Device Test

Click Device Test to test if various functions of the camera are working properly, including the

barrier, capturing snapshots, screen display, and voice broadcast.

17
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Figure 7-6 Device test

Test Barrier Openin... Open Close
Test Capture Test AB12345 Positive
Test Screen Display Test Welcome
Test Voice Broadcast Test Welcome

Table 7-7 Parameter description

Parameter Description

Test Barrier Opening Click Open or Close to test whether the barrier responds correctly.

Enter a plate number, click Test to trigger capture, and view the

Test Capture snapshot in the Live page.

Enter some information, click Test, and view whether the information is

Test Screen Display correctly displayed on the LED screen.

Enter some information, click Test to check whether the device plays

Test Voice Broadcast
the sound normally.

7.4 Live View Function Bar

For the live view function bar, see Table 7-8.

Table 7-8 Function description

Icon Description

Enable this function to preview the snapshots the camera takes or the
icture Preview (@) ones you manually take. When a snapshot is taken, it will be displayed
in the window on the right.

s Click this icon and then the camera will take 1 snapshot.

Use this function to zoom in on any area of the video.

= Click this icon, and then click and hold to select an area on the video.
The camera will zoom in on the area you selected.

Click this button to start recording. Click again to save the recording to

o your local computer.
Type  dav Select the format of the recording.
\Q.r Click this icon, and then you can talk to the people near the camera.

Click it again to stop talking.

7.5 Display Mode

There are 2 modes available, General Mode and Al Mode. General mode is typically used for daily
observation and installation assistance, while Al mode is applicable for projection screen display,
normally used in the exhibition hall.

The 2 modes have approximately the same functions, but they focus on slightly different
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information. For example, there are frequently used functions available in General Mode, but not in

Al Mode, such as adjusting the zoom and focus and parameters related to snapshots. As for

snapshots, the 2 modes display different information. For details, see the following figures.

Figure 7-7 General mode

Mode | Al Mode PewrePreview @D B @ B Toe o @

2 Fuie Config

Zoom & Foas Snapshot Peripheral Light  Device Test @No,  Snapshot Time EentType  PlateNo. Region PlateSize  Vehicle Color  Vehicle Type  Capture Dire.
o Toms | [ Baset.| | Pt 1 2230925101818 ManuaiSnap. Unlkensed  Unknown  Unknown  Unknown  Unknown  Unknown -
Zoom 15|

Focus - Tl

Figure 7-8 Al mode

General Mode

Al Mode Picture Preview @D @ B B Type  dav <

v Real-time

v Snapshot Info

Unknown
Piate No.

Unknown
Device Location

2023-09-25 10:18:18
Snapshot Time

Unknown
Capture Direction

Unknown
Region

Unknown Unknown, Unknown
Intetligent Analysis
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8 Search

Use this function to play local videos, and search for snapshots, logs on snapshots, and alarm output
logs.

8.1 Picture Query

8.1.1 Memory Card Image

You can search for snapshots stored on the SD card.

Procedure
Step1  Select Search > Picture Query > Memory Card Image.

Figure 8-1 Memory card picture

Event Type All Images Search Time Range 2023-03-21 00:00 2023-03-21 23:59 Plate No. m

Search Results Open Download by Time

L]

No Event Type Snapshot Time Plate No. Plate Color Logo Vehicle Color Vehicle Size Size Region

Step2  Configure the search conditions.

0 Event Type: Select an event type if you only want to search for snapshots related to
that type.

O«

Search Time Range: The camera will only search for snapshots taken within this range.

O«

Plate No.: This is not a required option. If you enter a plate number, the camera will
only search for snapshots related to this plate number.
Step3  Click Search, and then camera displays the results.

Related Operations
View a snapshot: Select a snapshot on the list, and then click Open.

Download snapshots by file: Select one or more snapshots, and then click Download by File to
download them to the defined path.

Download snapshots by time: All snapshots searched for will be downloaded to the defined path.

O« O«

(@]

8.1.2 Local Image

Use this function to verify if the watermarks on the snapshots stored on your computer are
tampered.

Procedure

Step1  Select Search > Picture Query > Local Image.
Step2  Click Browse, and select the folder where the snapshots are stored.
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Step3  Select a snapshot which needs to be verified, and then click Open.

o=

Double click a snapshot to view it.
Step4  Click Watermark. The camera starts verifying whether the snapshot has watermark and
displays the results on the list under Watermark.

8.2 Playing Recordings

8.2.1 Record

You can play videos that are stored on your computer.

Procedure
Step1 Select Search > Search Video > Record.
Step2  Click Select File, and then open a video stored on your computer.
You can now play the video directly on this page.

8.2.2 Watermark

You can verify whether the watermarks of local recordings are tampered.

Prerequisites
Goto E > Camera > Encode > Video Stream, enable Watermark, and then set the

corresponding Watermark String. The default character is DigitalCCTV.

Procedure
Step1 Select Search > Search Video > Watermark.

N

Step Click Select File, and then open a file that you want to verify.

(O8]

Step Click Watermark.
The camera displays the result under Watermark Info.

8.3 Snapshot Records

Search for the snapshot records within the defined period. The camera can store up to 10,000
records when no memory card is installed.

Procedure
Step1  Select Search > Snapshot Record Search.
Step2 Configure the search conditions.
0 Search Time Range: The camera will only search for records taken within this range.

0 Plate No.: This is not a required option. If you enter a plate number, the camera will
only search for records related to this plate number.

21



ua

TecknoLoay Web 5.0 Operation Manual

Step3  Click Search, and then camera displays the results.
Step4 (Optional) Click Export All or Export by Time to export all results or the searched results
based on the conditions to your computer.

8.4 Alarm-out Port

Set the search conditions to search alarm output.

Procedure
Step1  Select Search > Alarm-out Port.

N

Step Configure the time range, and then click Search.
The camera displays the results.

(O8]

Step (Optional) Click Export All or Export by Time to export all results or the searched results
based on the conditions to your computer.
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9 Setting

This section introduces the basic setting of the camera, including the configuration of Local, Camera,
Network, Event, Storage, System, System Information and Log.

For Camera and System, you can go to the configuration page through two methods. This section
uses method 1 as an example.

0 Method 1: Click E' and then select the corresponding item.

0 Method 2: Click the corresponding icon on the home page.

9.1 Local

You can select a protocol and configure the storage paths for live snapshot, live record, playback

snapshot, playback download, and video clips.

Prerequisites

To use the functions on this page, you must install the plugin first. Configure any parameter, and
then a prompt will be displayed on the bottom of the page. Follow the instructions to install the
plugin. If you do not install the plugin, images and videos will be stored to the default path set by

your browser.

Procedure

Step1  Select H > Local.
Step2  Configure the parameters.

Table 9-1 Parameter description

Parameter Description
You can select the network transmission protocol as needed, and the
options are TCP Port, UDP Port and Multicast.

Protocol : . .
Before selecting Multicast, make sure that you have set the Multicast
parameters. For details, see "9.4.5 Multicast".

Picture and You can reset the storage path by referring to

Storage Path the naming parameters. Click Help for more

Naming details. m

The recorded video of live page. Admin in the path
Live Record The default path is refers to the account
C:\Users\admin\WebDownload\LiveRecord. being used.
The snapshot of live page.

Live Snapshot The default path is
C\Users\admin\WebDownload\LiveSnapshot.

Step3  Click Apply.
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9.2 ANPR

You can set intelligent parameters of the camera.

9.2.1 Setting Snapshot

You can set snapshot rule of the camera.

Procedure
Step1  Select E > ANPR > Snapshot.

General Parameters

Step2 Configure the parameters.
Table 9-2 Parameter description
Type Parameter Description
0 Loop: Snapshots will be taken when targets
enter a loop.
Capture Mode 0 Video: Snapshots will be taken when video

analyzes the targets.

O«

Mix Mode: Combine both loop and video
for taking the snapshots.

Capture Direction

0 Positive: Only captures vehicles that
approach.

0 Reverse: Only captures vehicles that

depart.

0 Both Ways: Captures vehicles that
approach or depart.

Same Plate Capture

Set the time interval during which one plate

Video Mode
Parameters

1

Only available when
the Capture Mode is
set to Video or
Mixed Mode.

Interval can only be captured once.
0 Vehicle Body Trajectory: Applicable to
scenes with large-sized vehicles.
Scene 0 Plate Trajectory: Applicable to scenes with

small-sized vehicles.

0 Self-adaptive: The camera will
automatically adapt to the scene.

Unlicensed Vehicle

Snapshot

Click to enable the capture towards unlicensed
motor vehicles.

Frames to Output
Licensed Vehicle

Snapshot

Configure the frame number of capturing
licensed vehicle. 1 (default) means to capture
when detecting one frame of licensed vehicle
passing detection area.

Frames to Output
Unlicensed Vehicle

Snapshot

Configure the frame number of capturing
unlicensed vehicle. 10 (default) means to
capture when detecting 10 frames of
unlicensed vehicle passing detection area.
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Type Parameter

Description

Plan

Set the scheme of snapshots triggered by the
loop.

~

0 Single Loop: A single loop is set. It will take
a snapshot when the vehicle enters a loop.

O Dual Loop: 2 single loops are placed
several meters apart. It is used to determine
the driving direction of the vehicle. The 1N1
signal is triggered firstly, then it will take a
forward snapshot when the 1N2 signal is
triggered.

Loop Mode Loop1

Parameters

1

Only available when
the Capture Mode is

set to Loop or Mixed | Loop2

Set the loop trigger mode.

(@]

Do Not Trigger: No capture is triggered.

O«

Rising Edge: Capture is triggered when the
vehicle enters loop.

O«

Falling Edge: Capture is triggered when
the vehicle exits the loop.

Mode. m

When the scheme is Single Loop, then loop 2
cannot be set.
Set a time period, during which a vehicle enters
the first loop and triggers the second, the
camera only takes snapshots for the first

Max Vehicle Pass trigger.

Time m
Applicable for double loops.

Step3  Click Apply.

9.2.2 Configuring Al Setting

9.2.2.1 Intelligent Analysis

You can set vehicle recognition parameters, recognition mode, and other functions.

Procedure

Step1  Select E > ANPR > Al Setting > Intelligent Analysis.

Step2  Configure the parameters.
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Table 9-3 Parameter description

Parameter Description
_I?;;(:ctlon Select the type of target to be detected. Motor vehicles are selected by default.
Vehicle N . . . :
. Set the sensitivity of vehicle detection. The higher the value, the easier targets
Detection .
B will be detected.
Sensitivity
Al Attribute Select parameters such as type, logo and color that can be recognized by the
Settings camera.
Configure advanced vehicle recognition function through algorithm. Click (L}
Advanced . .
to view the advanced algorithm formula.

Step3  Click Apply.

9.2.2.2 Smart Detection

The camera can trigger blocklist alarms when vehicles in the blocklist are detected. When a blocklist

alarm is triggered, the camera will link the alarm channels you select and perform the functions you

specify. For backing and leaving events, the camera will take snapshots of the vehicles.

Procedure

Step1  Select Setting > ANPR > Al Setting > Smart Detection.

Figure 9-1 Smart detection

Blocklist

Alarm-out Port

Alarm Channel ‘ 1 ‘ 2 Alarm OUT 1 and 2 are normally used to control the barrier.
Post-alarm 10 sec (10-300)
Send Email
Select Image Qriginal Image Plate Cutout
Traffic Standstill
Stay Time 60 sec (0-3600)

Alarm-out Port

Alarm Channel ‘ 1 ‘ 2 Alarm QUT 1 and 2 are normally used to control the barrier.

Apply Refresh Default

Step2  Configure the parameters, and then click Apply.

Table 9-4 Parameter description

Parameter

Description

Alarm-out Port

Click to enable alarm-out ports so that the camera sends alarm
signals to the alarm channels you select when an alarm is triggered.

Alarm Channel

Select one or more alarm channels to send alarm signals to.
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Parameter Description

The camera will keep sending alarms signals for the defined period
Post-alarm

after the alarm ends.

Click to enable the function so that the camera will send an

email to the defined email address when an alarm is triggered.
Send Email e

For how to configure the email address, see "9.4.7 Email".

Select Image

Select the type of image the camera will send to the email address. If
you want to use this function, you must enable the Send Email
function.

0 Original Image: The complete image taken by the camera.
0 Plate Cutout: A cutout image of the number plate.

Traffic Standstill

Click to enable the function. Enter Stay Time on a scale from 0
to 3600 seconds. Vehicles that loiter in the area for an exceeded
period of time will be captured.

Step3  Click Apply.

9.2.3 Image Config

Set the overlapping OSD (On-screen Display) information on video and image.

9.2.3.1 Original Picture OSD

You can set the extra information you want to display on snapshots.

Procedure
Step1  Select 8] >ANPR

> Image Config > Original Picture OSD.

27




Cayc’u!ya Web 5.0 Operation Manual

Figure 9-2 Original picture OSD

Original Picture OSD Size Cutout Config
Global Config
Black Edge Location Above
0SD Separator @ Blank O Vertical Bar O Custom
Areal +
OSD Option Recommend QOverlay Clear Line Feed
Snapshot Info
Time Day Location Line Feed
Time Location Plate No. Vehicle Color Day
Plate No. Plate Color Vehicle Color Logo
Anti-counterfei... Logo Trigger Source Vehicle Type Capture Directi...
Vehicle Type Trigger Source Line Feed Anti-counterfei... Region Confidencs Levell. Nehicle Front of. | Cistorm
Display Settings
Font Color A
Font Size 56
OSD Location X o0 Y o0

Step2  Select the location of the black edge.
You can put the OSD information on the black bar to display it clearly.

O«

Above: A black bar will be generated on the top on snapshots.

O«

Below: A black bar will be generated on the bottom on snapshots.

O«

None: There will be no black bar on snapshots.

Step3  Configure the OSD separator.
Different types of information will be separated by the separator you select. For example,
the OSD information includes time and plate number. If you select the OSD separator to be
Vertical Bar, then the OSD information will be "2023-02-22|A12345".

Step4  Configure the OSD information to be displayed.
1) Click a type of information in Snapshot Info to add it to the OSD Option section.

@)—f_'-".

0 Click Recommend Overlay and then the camera will automatically add various
types of information.

0 To delete any type of information, hover your mouse over it, and then click @ Or
you can click Clear to delete all the information that have been added.

0 Line Feed is used to separate the information into different lines. See the example

below for reference.

Figure 9-3 Line feed
2023-02-23 09:50:50.158

Logo: Suzuki

2) Drag to adjust the order of information.
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Figure 9-4 Adjust the order

Time Plate ™ @ne Feed Trigger Source
Line Feed

3) Click a type of information, and then configure its details.

Table 9-5 Parameter description

Parameter Description

Select whether to display millisecond. This parameter is only available for

With ms Time.

The information to be displayed before the type of information you are

configuring.
Prefix
For example, a prefix "Time of trigger:" for Time can be "Time of trigger:
2023-02-23 09:58:41".
The information to be displayed before the type of information you are
configuring.
Suffix
For example, a prefix "Time of trigger:" for Time can be "Time of trigger:
2023-02-23 09:58:41".
Enter the fixed content that will be displayed the same on each snapshot.
Contents

This parameter is only available for Location and Custom.

Select the number of separators to separate the information you are

configuring with other types.
Delimiter Quantity
For example, select the quantity to 5 when the OSD separator is set to

H{FY11/€ 2023-02-23 09:35:06.840 AB12345 Vehicle

Step5 Configure the font color and size.
Step6  Adjust the position where you want to display the OSD information by entering the
coordinates next to OSD Location or dragging it on the video.

w

If you have configured the black bar, adjust the position so that the OSD information will
be displayed on the black bar to display it clearly.
Step7  Click Apply.

9.2.3.2 Size
Configure the quality of snapshots.

Procedure

Step1  Select E > ANPR > Image Config > Size.
Step2  Configure the parameters.

O«

Resolution: This parameter cannot be configured.

O«

Control Mode: Select a mode to control the quality of snapshots.

O«

Quality: When setting the control mode to Quality, configure the quality of snapshots.
The higher the value, the better quality the snapshots will be.

O«

Size: When setting the control mode to Size, configure the size of snapshots. The
higher the value, the better quality the snapshots will be.

Step3  Click Apply.
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9.2.3.3 Cutout

Enable this function and the camera will cut out a picture of the plate numbers in snapshots, and
then save them to the storage path.

Procedure
Step1  Select E > ANPR > Image Config > Cutout Config.
Step2  Configure the parameters.

0 Plate No. and Vehicle Body Cutout: The camera will cut out pictures of the plate
numbers and bodies of vehicles and save them to the storage path. These 2 options
can be selected at the same time.

0 Motor Vehicle: Enable this function and the camera will add a picture of the plate
number of the vehicle to the snapshot. Select the position and size of the plate number
on the snapshot.

Step3  Click Apply.

9.2.4 Setting Blocklist and Allowlist for Vehicles

9.2.4.1 Allowlist

If the barrier control is set to Open barrier by allowlist, only vehicles on the allowlist can pass. You
can add up to 110,000 records.

Procedure
Step1  Select ] > ANPR > Vehicle Blocklist/Allowlist > Allowlist.
Step2  Add vehicles.

0 Add them one by one.
1. Click Add.

2. Configure the information of the vehicle, and then click OK.

Table 9-6 Parameter description

Parameter Description

Plate No. (Required) Enter the plate number of the vehicle.
Owner Name (Optional) Enter the name of owner of the vehicle.
Card (Optional) Enter the parking card number.

Start Time Configure a period for this vehicle to pass the barrier.

0 Within the period, the status of the vehicle will be Active, and the
vehicle can pass the barrier.

End Time .
0 Outside this period, the status of the vehicle will be Expired, and the
vehicle cannot pass the barrier.
Add More Select the checkbox, and then you can continue add another vehicle

after you click OK.

0 Add them in batches.
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Click Import.
Click Download Template, and then save the template to your computer.
Enter the information of the vehicles in the template.

> w N =

Click Select File, select the template, and then click Open.
All the vehicles are imported to the allowlist.

Related Operations

0 Importinformation of vehicles on the allowlist: Click Import, and then upload a file of vehicle
information.

0 Export information of vehicles on the allowlist: Click Export, and then select to enable or disable
encryption.

0 Edit the information of a vehicle: Click £ of a vehicle to edit its information.

0 Delete vehicles one by one: Click 1] of a vehicle to delete it from the allowlist. If barrier control
by allowlist is enabled, this vehicle will not be able to pass.

0 Delete vehicles in batches: Click Clear to delete all the vehicles from the allowlist. Please be
advised that this operation cannot be undone.

0 Delete expired vehicles: Vehicles that are expired will not be able to pass the barrier. You can
click Clear Expired Data to delete them from the allowlist.

9.2.4.2 Fuzzy Match

When comparing the actual plate numbers to those in the allowlist for barrier control, this function

allows the camera to misread certain characters in the plate numbers so that a vehicle can still pass

even if the camera is unable to recognize its plate number exactly.

Procedure

Step1  Select E > ANPR > Vehicle Blocklist/Allowlist > Fuzzy Matching.
Step2  Click to enable the function.

Step3  Configure the parameters.

Table 9-7 Parameter description

Parameter Description

The snapshot is missing the first
or last character of the plate

You can enable one or both of these 2 options.
The snapshot has 1 character

added to either end of the plate

Select the number of characters the camera is allowed to
misread on a plate number. If you select 0, this parameter will
be automatically not enabled, with Number of characters

Allow the system to misread
some of the characters on the

to be misread

late . .
piat allowed to be misread also being not enabled.
This parameter allows the camera to misread certain
Number of characters allowed characters as other ones. You can add up to 6 rules.

For example, a 0<->D rule allows the barrier to open if the
camera recognizes A0123 to AD123, or vice versa.

Step4  Click Apply.
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9.2.4.3 Blocklist

A vehicle in the blocklist is not able to pass the barrier. You can add up to 110,000 records.
Select Setting > ANPR > Vehicle Blocklist/Allowlist > Blocklist. The configuration procedures are
similar to those of allowlist. For details, see "9.2.4.1 Allowlist".

9.2.5 Configuring Barrier Control

You can set the barrier control mode, and configure information of opening, and closing barrier.

Procedure
Step1  Select E > ANPR > Barrier Control.
Step2  Configure the parameters.

Table 9-8 Parameter description

Parameter Description

Select it, and enable the function of barrier always open. Configure
Scheduled Barrier Always the period of barrier always open. The barrier will not close during
Open the defined period. For details, see "9.5.1.1 Enabling Alarm-in and
Alarm-out Ports".

an open barrier signal.

outputs an open barrier signal.
0 Allowlist: When the camera captures vehicles that are on the
allowlist or conform to fuzzy matching, it outputs an open

Barrier Control Mode
o] : The camera outputs an open barrier

and Command
at the same time.
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